


The Delta Junior 38 requires very little operating space, the Delta Junior 38 features a simplified analogue heat controller and fingertip 

pressure adjustment.

It is suitable for use in low to medium pressure applications.

The Delta Junior 38 features a simple robust mechanism with analogue control of the operating temperature.

The Delta Junior 38 is produced in two versions, nominally 230-240 Volt AC for the European market and nominally 120 Volt AC for the 

American market.

The Delta Junior 38 has a work area of 38 x 38 cms (15 x 15 ins).

All products within the DELTA range are labelled with CE marking and are manufactured and tested to comply with EC safety regulations.

Delta Junior 38

1500 Watts

230-240 Volts AC

30 kg

38 x 38 cms

8 A

<70 dB(A)

Machine width

Machine depth

70-220°CWorking temperature

Display Timer Range 0 - 9.59 mins Display Timer Range 0 - 9.59 mins

40 cms

55 cms

34 kg

66(L) x 47(W) x 43.5 cms(H)

Work area required

Weight export packed

Size export packed

Net weight

Press pad dimensions

Fuses

A-weighted noise level

36 x 52 x 74 cms

1500 Watts

120 Volts AC

66 lbs

15 x 15 ins

15 A

<70 dB(A)

158-428°F

13.5 ins

22 ins

75 lbs

26(L) x 18.5(W) x 17 ins(H)

14 x 20.5 x 29 ins

Power Consumption

Power Supply

Machine width

Machine depth

Working temperature

Machine height closed

Machine height open 80 cms

34 cms

31.5 ins

13.5 insMachine height closed

Machine height open

Work area required

Weight export packed

Size export packed

Net weight

Press pad dimensions

Fuses

A-weighted noise level

Power Consumption

Power Supply

Specifications European Machine Specifications USA Machine


