


The Omega 8000 machine is similar to the Omega 7000 but with a twin table operation. It has the facility to enable one table to be 

loaded while the other is in the transfer position.

Simple sliding action tables, with free access on three sides, providing complete clearance for ease of positioning and operation.

Full Digital microprocessor controller for time and temperature accuracy.

The work area of the Omega 8000 is 63 x 48 cms (25 x 19 ins).

All products within the OMEGA range are labelled with CE marking and are manufactured and tested to comply with EC safety regulations.

 3000 Watts

 230-240 Volts AC

218 cms

81 cms

84 kg

63 x 48 cms (x2)

16 A

<70 dB(A)

Machine width

Machine width, loading

Machine depth

Machine depth, loading

70-230°CWorking temperature

Display Timer Range 0 - 9.59 mins Display Timer Range 0 - 9.59 mins

150 cms

81 cms

108 kg

90(L) x 86(W) x 46 cms(H) + 158(L) x 70(W) x 10 cms(H) 35.5(L) x 34(W) x 18 ins(H) + 62(L) x 27.5(W) x 4 ins(H)

Work area required

Weight export packed

Size export packed

Net weight

Press pad dimensions

Fuses

A-weighted noise level

218 x 81 cms

3000 Watts

120 Volts AC

86 ins

32 ins

185 lbs

25 x 19 ins (x2)

 30 A

<70 dB(A)

160-455°F

59 ins

32 ins

238 lbs

85.75 x 32 ins

Power Consumption

Power Supply

Machine width

Machine width, loading

Machine depth

Machine depth, loading

Working temperature

Machine height closed

Machine height open 65 cms

45 cms

25.5 ins

17.75 insMachine height closed

Machine height open

Work area required

Weight export packed

Size export packed

Net weight

Press pad dimensions

Fuses

A-weighted noise level

Power Consumption

Power Supply
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